Viewing Live Video Using
WebCam

With Microsoft Internet Explorer at the remote PC, it is possible to view live videos, download and play
back video files, manage systems within the security network, control PTZ camera and 1/O devices via

the WebCam server.

Before starting the WebCam, make sure your system meets the following minimum requirements:

oS Windows 2000, Windows XP, Server 2003

CPU Pentium 4, 2.0G

Memory 256MB RAM

Hard Disk 60GB

VGA NVIDIA GeForce Il 32MB, 1024x768 screen resolution
Network TCP/IP

Web Browser IE6.0, Netscape Navigator (with limited functionality)
DirectX Version 9.0 or above

Configuring the WebCam Server

GV-system is built-in with a web sever. Click the Network button, and then select WebCam Server to
display the following Server Setup window. This window contains these tabs: (1) General, (2) Server,
(3) Video, (4) RPB, (5) Audio and (6) JPG.
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General Settings
X

RPB | swgic | e

| Server I Wideo
—WehCam Options
[v Enhance netwoark security @
v Enahble IP wehite list Edit

—Frame Page Title Color

" Mone " Black * White

Ok I Cancel I Default |

Figure 6-1 Server Setup- General

[WebCam Options]

B Enhance network security: Enable to enhance network security on WebCam. Please note
when the feature is enabled, the subscribers using earlier version than 7.0 cannot access
WebCam applications any more.

B Enable IP White List: Create a list of IP addresses allowed to connect to WebCam. See IP

White List Settings for details.

[Frame Page Title Color] Select the color of date, time and camera stamps on the frame.

Server Settings
x|

RPB | auie | o
] Yiden

Feneral

[+ Fun GeoHTTR Server @
HTTF Part i

Command Port 4550

Data Part 5530

19

QK I Cancel | Default |

Figure 6-2 Server Setup- Server
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[Run GeoHTTP Server] Enable Geo-developed HTTP webpage or use your own HTTP webpage.
Command Port is the port used to access WebCam, and Data Port is the port used to transfer data

over Internet.
Video Settings

5 Server Setup x|

RFB | udie | o |
Genersl I Server Wideo
Mz, Channel(s) 130

Max. on-line time far:
W o i
o yuest uzers i I G0 e,

Max. Image size

|32E|x24D |

~PTZ

Allovwed PTY camera |

Ok I Cancel I Default I

Figure 6-3 Server Setup- Video

B Max. Channel(s): Specify the number of channels allowed to access WebCam, with the upper
limit of 200 channels.

B Max on-line time for guest users: Specify the time allowed for a guest user to connect to
WebCam.

B Max Image size: Select aresolution. The default resolution on WebCam is 320 x 240. If you
want to apply the 640 x 480 (De-interlace) or 720 x 480 (De-interlace) resolution, you also have
to configure Video Source. Click the Configure button on the menu bar, and then select Video
Source. In the Video Resolution field, select 640 x 240 or higher resolutions, and then click OK
to apply it.

B Allowed PTZ camera: The option allows you to control selected PTZ cameras at a remote PC.

Click the button and select the desired PTZ cameras to work on WebCam.
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RPB Settings

5 Server Setup x|

General Server I Wideo
RPE " mwbie | oG

. Channel(z) I 10

[¥ Bandwvicth Control

Max. speed 100 KByteslzec

Ok I Cancel I Default

Figure 6-4 Server Setup- RPB

This feature is used to prevent overloading on slower networks.
B Max. Channel(s): Specify the number of channels allowed to download to a client PC.
B Bandwidth Control: Enable and specify the rate of data to be transferred over network. The

option effectively controls the bandwidth being used by the WebCam server.

Audio Settings

Connecting Audio Devices
Via WebCam, you can access live audio at a remote site and talk to the server site. This feature is
useful when the remote site requires speaking to the personnel at the server site in case of emergency.

Before using this feature, make sure all the necessary hardware are in place:

1. If you purchase a BNC connector GV-system, connect the audio extend card to the system (see
Chapter 1). If you purchase a D-type connector GV-system, audio extension cable lines should
come available with the D-Type extension cables. For GV-1000, the audio card must be
purchased separately (see Chapter 1 for connecting the 16-channel audio card to the system).

2. Make sure your sound card is already inside the PC. Connect a multimedia speaker to the audio
output of your PC sound card.

3. Connect a desktop microphone to the input of the audio extension card (or cable line).
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Audio Setup

5 Server Setup Xl

General | SErver Wiclea
RPE = :

—Iv Server to Cliert

Wz, Channel(s) |2|:|
Codec Selection IGDUd(ADF‘CM) vl

—Iv Client to Server

Max. Channel(s) |5
Codec Selection IGnud(ADPCM) "l

Part I G230

Ok I Cancel I Default I

Figure 6-5 Server Setup- Audio

[Server to Client] Allows a client PC to access live audio from the server site.

Max. Channel(s): Enter the number of client PCs allowed to access live audio, with the upper
limit of 20 PCs.

Codec Selection: Select the audio codec. ADPCM requires 4KByte bandwidth, while G.723
requires only 0.66KByte bandwidth. But ADPCM offers much better audio quality than G.723.

[Client to Server] Allows a client PC to speak to the server site.

Max. Channel(s): Enter the number of clients PCs allowed to speak to the server site, with the
upper limit of 20 PCs.

Codec Selection: The same as the above Codec Selection.

Port: The default audio port is 6550.

Note: If your server site is installed a firewall, configure the port settings in the firewall as 4550, 5550,
6550 and 80.
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JPG Settings

5 Server Setup Xl

General I SErver | Wiclea |
RPE [ JPG

[ Creste JFEGASIF fileis) @)

[~ FTRiranster JPES file

ETP Setup I

—JPEG Cuality

M
23 i

Ok I Cancel I Default I

Figure 6-6 Server Setup- JPG

B Create JPEG/GIF file(s): Allows the connection to G-View (see page 155), i-Mode (see page
157), and JPEG Image Viewer (see page 149). If the feature is enabled, use the slide bar to
adjust JPG image quality. The bigger the number (sliding it towards right), the better the image
quality and the bigger image file size.

B FTP Transfer JPEG file: Allows you to view the recording files in a folder tree structure. See

FTP Server Settings for details.

Note: The Create JPEG/GIF file(s) item will not be available when you enable Enhance Network

Security in Figure 6-1.

IP White List Settings

The feature lets you create a list of IP addresses only which are allowed to connect to the WebCam

server. To enable the function, follow the steps below.

1. Open the Server Setup window. Refer to Figure 6-1.
2. Check the Enable IP white list item, and then click the Edit button. This IP White List window

appears.
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IP White List x|

12312.00 ~ 123.12.040
| § . o0o.0.a0

Add Wladify | Delete |

024 | Cancel |

Figure 6-7 IP White List

3. Click Add to enter an IP address or a range of IP addresses. For this example, only the IP
range from 123.12.0.0 to 123.12.0.10 is allowed to connect to WebCam.
4. Click Modify to change a created IP address. Click Delete to delete a created IP address.

Click OK to apply the settings.

FTP Server Settings

The option of FTP transfer JPEG file allows you to access the recording files in a folder tree at a client
PC installed with the FTP server. In Figure 6-6, select the FTP transfer JPEG file item, and then click
the FTP Setup button to display the following dialog box.

Setup FTP x|

—FTP
Server Host Mame Part
| [ 21
zer hame Pazzword
I ANonymaus EREREREEERLES

Remote File Path

I Tranzfer Camera |
v Send file delay 04 EEC

W Connection retries: I ] Retry delay: |13|:||:| e

coce_|

Figure 6-8 FTP Setup
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1. Inthe Server Host Name field, enter the IP address or domain name of the FTP server. Keep
the port setting as default at 21.

2. Enter a valid user name and password to access the FTP server.
Specify a file path to save the recording files on the FTP server.

4.  Click the Transfer Camera button and assign which camera’s files to be transferred to the FTP
server.

5. Inthe Send File Delay field, specify the time of updating JPEG files from the GV-system to the
FTP server. The time range is from 0.1 to 10 sec.

6. Inthe Connection Retries field, specify the number of retries when the FTP connection fails
(Max:999). Inthe Retry Delay field, specify the interval between each retries (Max : 9999 sec.).

7.  Click OK to apply above settings.

Starting WebCam at the Client PC

Once the WebCam server at the GV-system is enabled, it is then possible to view images using a web
browser at a client PC or from a remote site. Microsoft Internet Explorer will be used as the browser

through the entire chapter.

1. To start the connection, open an IE browser.

2. Key in the IP address or the domain name of the GV-system to display the following window.

Compression Selecti

Figure 6-9 WebCam Compression Selection

B MPEG4 Encoder Viewer: Provides the most complete functionality of the WebCam
applications, allowing you to view up to sixteen cameras from different GV-systems.

B JPEG Image Viewer: Provides least features but is suitable for the users with limited
bandwidth, for example, users viewing with Apple Mac, and operating systems using Netscape

Navigator.
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Remote Play Back: Downloads history files from the GV-system onto the client PC.

Emap: Accesses the Emap files.

Remote Control: Accesses the GV-system settings.

For the purpose of this demo, select MPEG 4 Encoder, and then click the Submit button to

display the following window.

I I & Single window % © hulti Wiew
I | '@ 2 windowes

Figure 6-10 Select Internet Connection

Select the type of Internet Connection you're using. Modem users are limited to Single Window,

while broadband users have the option of 2 Windows or Multi View. For this demo, select Single

Window, and then click the Submit button.
Your |IE browser starts loading the MPEG4 Encoder interface. When the loading is completed,

click the Play button and input a valid user ID and password.

]

Flease input user name and passwaord.

UserMame I
Passward |

Ok I Cancel |

Figure 6-11 Entering a valid ID and password
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6. If the item of Enhance network security was selected in WebCam Options (see Figure 6-1), you
will be prompted to enter a security code. In this example, enter rbdfsw, and then click OK.

If the connection is established, you will see video streaming in the MPEG4 Encoder Viewer.

Word Terification

Enter the word as it is shown in the box below ——

QK I Cancel

Figure 6-12 Enter a security code

Single View MPEG 4 Encoder Viewer

Figure 6-13 Single View MPEG4 Encoder Viewer
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The buttons in the Single View Viewer:

Name Description

1 Stop Click to terminate connection from GV Server

2  PTZ Control Click to bring out the PTZ control panel

3  1/O Control Click to bring out I/0O control panel

4  Speaker Click to listen to live audio of the server site

5  Full Screen Click to switch to full screen view. Click [Esc] to switch back

6 File Save Click to save live video in client PC’s HDD

7  Change Quality Click to adjust video quality in 4 levels

8 Snapshot Click to take a snapshot from the displayed live video

9  Microphone Click to speak to the server site

10 Change Camera Click to select different camera to be displayed in the monitoring
window.

11 Change Server Click for the options of Change Server, Alarm Notify, Data Rate
Configure and Enable DirectDraw.

12 Play Click to connect to GV Server.

13 Time Remaining A countdown timer that shows the remaining time of your usage

Administrating Host Server
This option allows you to add, edit, and remove a GV server from the Host drop-down list. The

drop-down list is used to switch the connection to a different GV Server listed inside. Click the

Change Server button to display the following dialog box.

The Host
drop-down list

Change Server g]

_HES‘_W‘ Defaurt| Mesny | Delete |

Host hame |New Server

P Address |1 921680217

Uzer Mame |1

Passward |*

4550
Data Port 5550
Ao Port £550

Ok, | Cancel

Command Part

Figure 6-14 Change Server

[Adding Host Server] To add a host server to the drop-down list, click the New button. In Host

Name field, input a name to identify the designated GV server. Input the IP address or domain name

of the GV Server.

Input a valid user name and password with privilege to use this function. Leave
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all port settings as defaults at 4550, 5550, and 6550 respectively unless otherwise necessary. Click

the OK button. Then the created GV server will appear in the drop-down list.

[Editing Host Server] Select the GV Server you wish to edit from the Host drop-down list.  All
information of the selected server will be displayed. Change the information in the fields as required
and click the OK button. Then the information is updated and connection is switched to the edited GV

server.

[Removing Host Server] Select the GV server you wish to remove from the Host drop-down list,

and then click the Delete button to remove it.

Taking a Snapshot from a Live Video
Click the Snapshot button to display the following Snapshot window. Click the Print button to print out

the displayed image. Or click the Save button to save this image in a client PC.

X

2002412419 [14:24:19]

Figure 6-15 Take a Snapshot

Pop-up Setup
The Single View MPEG4 Encoder Viewer can be set to pop up as soon as motion is detected or /O
devices are triggered. To enable the function, follow the steps below.
1. Click the Change Server button, and then select Alarm Notify to display the following dialog box.
x
v Motion Motify
¥ 10 Alarm Motify
v Alert Sound
v Auto SnapShot

File Path

CAUIMMNTEYIFiles Browwser |
0] I Cancel |

Figure 6-16 Alarm Notification
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Motion Notify: The Viewer will pop up as soon as motion is detected.
1/0 Alarm Notify: The Viewer will pop up as soon as I/O devices are triggered.

Alert Sound: Enable the computer noise alarm on motion and alarm activation.

Auto Snapshot: The program will take a snapshot every 5 seconds on motion and alarm
activation.

B File Path: Assign a path to save the snapshots.

2. Click OK to apply the above settings.

3.  Minimize your |IE browser to test the pop-up function.

Exporting Video
Click the File Save button to save video in a client PC. Files saved in AVI format are playable at third

party viewers.

PTZ Control

Click the Camera Select button to select one PTZ camera, and then click the PTZ Control button to

bring up the PTZ control panel.

PTZ Control =|

FTZ Speed |

Figure 6-17 PTZ control panel

One PTZ camera only allows one user to control at a time. If several users are trying to control the
same PTZ camera at the same time, the Single View viewer will give the priority to the first login user
and then to the next user in queue. Each user will be given 60 seconds to control the PTZ camera.
The Timer at the upper right corner serves two meanings: the remaining time of your control or the

total waiting time.
The supervisor is given the highest priority to control the PTZ camera and won’t be restrained by

60-second time limit.  When the supervisor logs in WebCam, the Timer will show up 999.

The PTZ Speed button in the lower part allows you to configure the speed of a PTZ camera up to five

levels.
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Output Control

Click on the I/O control button to bring out the 1/0 control panel. The I/O control panel allows you to
review the alarm status of the connected GV-system and to initiate its relay output device. The alarm
status is display in a 3 levels file tree. The first level indicates date, second indicates time, and the

third indicates alarm ID. Click the Reset button will clear the alarm list.

I/0 Control 3
ALARM LIST
Reset

[E ALARM LIST

=-[& 20021218
w- g 11:11:32
w2 11:11:33
wgF 11:11:34
+g# 11:11:35
w42 11:11:36
w2 11:11:37
w-gF 11:11:38
w-r 11:11:39

Output

Timer 0023 Sec Stop

Module Module 1 -
PaNome [QTME | Foree Outow]

Figure 6-18 /O Control

To initiate output device, use the Module drop-down list to select module and use the Pin Name
drop-down list to select output pin.  Click the Force Output button will initiate device connected to the
selected output pin. The Timer serves same meaning as in the PTZ control panel. Each user will be
given 60 seconds of control time. Click the Stop button will stops the operation and turn over the

control privilege to the next user waiting online.

Two Way Audio

To make two way audio possible, both hardware and software must be properly set up and installed.

For the instructions on setup and installation, refer to Audio Settings on page 128. Click the Speaker
button to access live audio from the server site, and click the Microphone button to speak to the server
site. See Figure 6-13 for button 4 and 9. When both buttons are enabled, you can perform two-way

communication between the client PC and the server site.

Data Rate Configuration
When sounds seem pause or break up, you can configure Data Rate to improve the situation. Click

the Change Server button and select Data Rate Configure to display the following window. Moving
the slide bar to the Low direction will decrease the frame rate but increase the audio performance;
moving the slide bar to the High direction will increase the frame rate but decrease the audio

performance.
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B
—ideo Data Rate
12.99 kKBRISe:

High Loy

—Audio Data Rate

Serverto Client 284 KBRISE:
Call Back 4.09 kBISe:
Ok | Cancel

Figure 6-19 Data Rate Configuration

DirectDraw Setup
The DirectDraw setting is enabled by default. Some VGA cards might not support DirectDraw and

can produce distorted frames. In this case, disable the function from the Change Server button.

Multi View MPEG 4 Encoder Viewer

Multi View is a multi-channel MPEG4 Encoder Viewer, allowing users to view 4, 8, and 16 live cameras
simultaneously. Because multiple channels require a large amount of data to be transferred over

Internet, this function is limited to broadband users only.

To start Multi View, follow these steps:

1. Follow the instructions in the section of Starting WebCam at the Client PC on page 132 until the
Select Internet Connection window appears.

2. Select DSL/CABLE/T-1, choose Multi View, and then click the Submit button. First time users
will be prompted to install the Multi View applications. Select Yes, and then follow the
instructions to complete the installation.

3. When the Login dialog box appears, enter a valid user ID and password, and then click OK.

This displays the following Multi View window.
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The controls in the Multi View:

Mew Host
Mew Host?
Mew Host3

E] [127.0.04

(Dl | Camera 1

@Q 127.0.0.1

BE |€5.5 KBps
i

13.6 fps

Sl | PLAY

Figure 6-20 The Multi View window

Name Description
1 Monitoring Window Displays live video of a camera
2 Host Server Window Displays available servers and their camera channels
3 PTZ Click to display the PTZ control panel
4 1/0 Click to display the output control panel
5 Channel Status Shows the status of the selected channel
6 Configure Click to access the Configure window
7  Edit Host Click to access the Edit Host window
8 Camera Status Click to view the status of the connected cameras
9  Host Information Click to view the general information of the connected servers
10 Zoom in and out Click to zoom in or out the selected channel
11 Add/Remove Channel Click to add or delete the channels for video polling; relate to No.13
12 Full Screen Click to a full screen view
13  Video Polling Click to scan the selected channels; relate to No. 11
14  Screen Divisions Select 4, 8, or 16 screen divisions
15 Exit/Minimize Click to exit or minimize the Multi View
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16 Speaker Click to speak to the server site

17  Microphone Click to listen to live audio from the server site

18 Stop Click to terminate connection to a server

19 Play Click to establish connection to a server

20 Save Click to save live video

21 Quality Click to change video resolution

22 Snapshot Click to take a snapshot of the selected channel

23 Save Camera to Multiple Click to save the selected camera and to create a multiple host
Host

Working With the Host Server Window

The Host Server window displays a list of available GV servers. The server icons indicate available
servers and the camera icons indicate all cameras included in the selected server. To connect to a

server site:

1. Click a monitoring window, which will be highlighted in red frame.

2. Double click on a camera icon, and then its corresponding video will be loaded to the selected

monitoring window.

First time users will only see one server icon as no additional servers are created yet. For the details
of adding new servers to the Host Server window, refer to Creating a Quick Connection to a Host

Server on page 145.

192.168.0.188
192.168.0.220
Bl 1. camera 1
Bl 2. Camera 2
Bl 3. camera 3
Ela 4. camera 4

+ Taipei

Server Icon

Camera Icon

Figure 6-21 The Host Server window

Exporting Video
You can save live video in a client PC. The files in AVI format are playable at the third party viewer.
Click the Save button, and then select all or several cameras to start recording. For the folder path,

see Figure 6-25.

Taking a Snapshot from a Live Video
Click a desired channel, and then click the Snapshot button to take a snapshot of live video.
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PTZ Control

1.  Select a PTZ capable camera from the monitoring window, or double click it on the Host Server
window.

2. Click the PTZ control button. See No. 3 in Figure 6-20.
Turn the switch to the ON position.

4.  Use the directional, zoom-in, zoom-out, focus-in, focus-out buttons to control the PTZ camera.

The Timer has the same functions as the one in the Single View MPEG4 Encoder Viewer. The
supervisor is given the highest priority to control PTZ in Multi View and won'’t be restrained by

60-second time limit.  When the supervisor logs in Multi View, the Timer will show up 999.

The Option button lets you direct the PTZ camera to a preset position and configure the speed of the

PTZ camera up to five levels.

127.0.0.1 : Camera x|
. . On .
Switch T4 o EE- — Timer

L The Option button

Figure 6-22 PTZ control panel

Output Control
1. Click the I/O control button. See No. 3 in Figure 6-20.

2. Turn the switch to ON position,
3.  Select a module from the drop-down list. Each module provides 4~16 connected relay output
devices.

4.  Click the Output (x) button to enable the output device.
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x
Switch ——g’i :; m — Timer
mudule 1 j
Output 1 |
Output 2 |
OQutput 3 |
Qutput 4

Figure 6-23 1/O control panel

Channel Status Information
When choosing a camera from the Host Server window or the monitoring window, the general

information of the selected camera will be displayed in the Channel Status Window as shown below.

L%J Taipei L st name

Camera 1 —— Camera name
IP Address of the

@ [ 192.168.0.5 GV-Server
Bandwidth used for

E_é 27.7 KBps delivering this video
Displayed frame rate

| E f.41ps of the video

b o siets

L )

Figure 6-24 The Channel Status window

Camera Polling Function
To add cameras to the polling group:

1. Click the Add Channel button, and then click the monitoring windows. The selected windows
will be framed in red color.
2. Click the Video Polling button. The application will rotate the selected cameras in the specified

time. To configure the polling time, see Figure 6-25.

To remove one camera from the polling group, click the Remove Channel button, and then click its

monitoring window.

Page 143



Chapter 6: Viewing Live Video Using WebCam

Two Way Audio

The two way audio in Multi Views functions similarly to the one in Single View MPEG4 Encoder Viewer.

See page 138 for further details.

Multi View Configuration
Click the Configure button to display the following window.

— Startup
Initial Screen |4 VI Diwision Default
—Wideo Paolling

Folling time |1 vI Sec Default

—Server Status

Server Status Refresh Time INe\rer vI Minute Default

rCamera Status

Camera Status Refresh Time INe\rer vI Minute Default

AN

Save
Falder Path CAProgram FileswB300MDMMulthiewtiiFiles Browse
—Caption Direct Diraw
[ Mo I I ¥ Enahble Direct Draws
[~ Mame v ID+MName
—Fast kKey

:

WiEm | Ok

Figure 6-25 The Configure window

Initial Screen: Select screen divisions at startup.

Polling Time: Specify the camera polling time from 1 to 60 seconds.

Server Status Refresh Time: Specify the refresh time to update the host information.
Camera Status Refresh Time: Specify the refresh time to update the camera information.

Folder Path: Specify a path to save recorded files.

Caption: Select what kind of caption to display on the monitoring window.

ID: camera ID; Name: camera name; No: no display.

B Enable DirectDraw: The DirectDraw is enabled by default. Some VGA cards might not
support DirectDraw and can produce distorted frames. In this case, disable this function.

B Fast Key: Click the View button to display the fast key table of the Multi View. Refer to Fast

Key Reference on page 162.
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Creating a Quick Connection to a Host Server
To create a quick connection to a new host server, click the Edit Host button. This displays the

following window.

Host List Host Information

127.0.0.1 [™ Host Protection

Super star
v Single Host Multiple Hosts

Haost Mame Super star

IF Address 182.1688.0111

User Mame Ty
FPassword
Cammand Part
Data Port
Audio Port

HTTP Port

Export Import e Delete |
Ok

Figure 6-26 The Edit Host window

[Host List] When a host server is created, it will appear in the Host List section at the left side.
Each server can be identified by its given host name. Click on the host name and its information will

be displayed in the Host Information section.

[Adding Host Server] Click the New button and all fields in the window will be cleared. In the Host
Name field, input a name to identify the designated GV Server. Input the IP address or domain name
of the GV Server. Input a valid user name and passwords with privilege to use this function. Leave
all port configuration as defaults at 4550, 5550, 6550, and 80 respectively unless otherwise necessary.
Click the Save button, and then the GV Server will appear in the Host List section with the given ID

name.

[Editing Host Server] Select the GV Server you wish to edit in the Host List section. Al
information of the selected server will be displayed in the Host Information section. Change the

information as required and click the Save button.

[Removing Host Server] Select the GV Server you wish to remove from the Host List section, and

click the Delete button.

Creating a Multiple Host

You can create a multiple host including the camera channels all from different IP addresses. There
are two methods to create a multiple host: the manual creation of a multiple host; the quick creation of

a multiple host.
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Manual Creation of a Multiple Host
1. Click the Edit Host button to display the Edit Host window (Figure 6-26), and then click the New
button to create a new host.

2. Check Multiple Hosts to display the following window.

Host List Host Infarmation

Multiple Hosts I~ Host Protection |

Single Host [+ Multiple Hosts

Host Mame IMuItipIe Hosts
Passward I

1.[@ Edit 9. @ Edit
2.8 Edi 10. (f@  Edi
3.8  Edit 11. 8  Edit
4.7  Edit 12. @  Edit
5.7@  Edi 13. (@  Edit
6.8  Edit 14. @  Edit
7.[[@  Edi 15. (@  Edit
8.  Edit 16. (T8)|  Edit

Export Import e | Delete | Save I
Ok |

Figure 6-27 Creating a multiple host

3. Inthe Host Name field, enter a desired name to identify the multiple host.

4. To set up each camera channel of the multiple host, click the Edit tab one at a time.
Alternatively, you can click and drag the created camera channel from the Host Server window
(Figure 6-21) to each Edit tab.

5. When you click the Edit tab, you will see the following window.

zl

IP Address 0.194

Uszer Name lShop—

Password lﬂ*—

Camera MNo. m

Command Port IW

Data Port [s550

Audio Port IBEEI]

HTTP Port Il’lu—
QK | Delete | Cancel |

Figure 6-28 Camera Setting
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Enter the IP address, user name and password of a remote host.

In the Camera No. drop-down list, select one desired camera channel from the remote host.
Let the port settings match those of the remote host, or keep them as defaults

Click OK.

© ® N o

The icon of the created multiple host in the Host Server window is yellow, while others are blue.

Quick Creation of a Multiple Host

1. Click on a desired monitoring window, which will be highlighted in the red frame.

2. Click and drag a camera from the Host Server window. The selected camera then displays in the
highlighted monitoring window.
Repeat the step 1 and 2 to configure other monitoring windows for different cameras.

4. Click the Save Camera to Multiple Host button to create the multiple host. See No. 23 in Figure
6-20.

Camera Status
To show the camera status of the selected GV server, click the Camera Status button to display the

following window. “Camera ON” indicates the camera is active. “No Privilege” means you’re not
authorized to view this camera. Clicking the View button will bring up a small window displaying the

selected camera’s video. Clicking the Refresh button will refresh the information in this window.

Host Informations
Hast Mame |2 diprmap.com
IP Address |2.dipmap.com
User Name |1
-Camera Status
Refresh |
T8 cCamerat Carnera ON Wigw I T8 Camerad Carnera ON Wigw I
[f@ Camera2 Camera ON Wiew | (T8l Camera 10 Camera ON Wiew |
(78 Camera3 Camera ON View | [[@ Cameraii Camera ON Wigw |
T8 cameras Camera ON View | T8 camerat2 Camera ON View |
[ﬁ] Camera Camera ON Wiew | E@] Camera 13 Camera OM Wiewy |
(T8l Carmera g Camera OM View | (T8l Carnera 14 Camera OM View |
(T8 Camera 7 Carnera OM Wi | (T8 Camera1s Carera OM Wigw |
T8 cameras Camera ON Wiew | (T8l Camera 18 Camera ON Wiew |
QK |

Figure 6-29  The Camera Status window

Page 147



Chapter 6: Viewing Live Video Using WebCam

Host Information
Click the Host Information button to display the following window. The Host Information window

contains the following three categories. Use the control tabs to toggle among them.

Host Informations

Host Mame 127.0.0.1
IP Address 127.0.01
User Marme 1
Alarm List Host Informations Loy List I

Host Informations

Semver Update - 2005/02/22 03:43:30
Recycle Log

Camera On ;0102

Camera Off: 03 04

Camers Signal Lost: Mane

|0 Device : Mormal

Wel Infarmations

WehCam Update time : 2009/02022 0343596
WiehCam Server Startup Time : 20085/02/22 03:40:56
Mpegd Current Channel(s) : 2

RFB Current Channel(s): 0

Audio Current Channel{s) . 0

WebCam Wersion D ¥WehCam 7.0.0.0

(0] 4 |

Figure 6-30 The Host Information window

[Alarm List] Displays a list of alarm events occurred in the selected GV server. Clicking the reset

button will clear the listed events. New events will be generated until the alarms of the local site are
invoked.

[Host Information] The upper section shows the general information of the connected GV Server.

The lower section shows the number of MPEG4, RPB, and audio channels currently serving over the
Internet.

[Log List] Displays a history of login and logout information.
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JPEG Image Viewer

JPEG Image Viewer is a cross-platform viewer, practicable on Mac OS, Netscape, and Microsoft IE
browsers. Continuously receiving JPEG images from GV-system and limited to the single camera
view, the viewer is an ideal tool for the users with limited Internet bandwidth. For this application, the
Create JPEG/GIF File(s) option must be enabled (Figure 6-6), while the Enhance Network Security
option must be disabled (Figure 6-1).

To start the JPEG Image Viewer, follow these steps:

1. Open an Internet browser from a client PC.

2.  Enter the IP address or domain name of the GV-system to display the WebCam Compression
Selection window. See Figure 6-9.
Select JPEG Image Viewer, and then click Submit. A valid ID and password are required.

4. The JPEG Image Viewer window appears.

View Selection Button

Scroll Button

[111

Snapshot

Camera Select Button

b2ifjaraBgal 1 Monitoring Window

]

Figure 6-31 JPGE Image Viewer

Remote Playback on WebCam

The WebCam Remote Playback (RPB) is a web-based application, allowing you to play back recorded

video or audio files of the connected GV-system.

To start WebCam RPB:

1.  Follow the steps in Starting WebCam at the Client PC on page 132 until the WebCam
Compression Selection window appears See Figure 6-9.

2. Select Remote Playback, and then click the Submit button to display the following RPB window.

3.  Click the Play button to log in the application. A valid ID and password are required here.
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PLAY
¥ N i File Tree
_I [—i

— Event List

Channel Select
Tab

Snapshot Stop Play Pause Download

Get Date list/ Full Screen

Search Object Index/
Advance Search/
Enable Audio/
Enable DirectDraw

Figure 6-32 The Remote Playback Window

Searching and Playing Back Recorded Files

The WebCam RPB allows you to play back video and audio files. Audio files are only available when

your system is equipped with the optional audio recording function.

1. Click the Get Data List button and then select Get Date List. This loads the recorded data from
the GV-system.
2. Select a date in the File Tree.

All video files recorded within the selected date will be listed in the following Event List window.

[ |16 01
b 1004245 001

a1

) R R

Figure 6-33 Event List
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4. Select one camera or audio channel from the Channel Select tabs.

5. Select one video file from the Event List, and then click the Play button to play it.

Synchronizing Audio with Video Playback

To synchronize audio with video playback, click the Get Data List button and then select Enable Audio.

DirectDraw Setup
The DirectDraw setting is enabled by default. Some VGA cards might not support DirectDraw and

can produce distorted frames. In this case, disable the function from the Get Data List button.

Searching Object Index
You can locate and play back the Object Index files through the WebCam RPB. For the details of

Object Index, refer to page 60.

1. Click the Get Data List button, and then select Search Object Index. This window appears.

CAMERA (1) 2005/02,/03 08:00 - 08:30 o =] |

—Object List

[ CAMERA (1)
(] 2005/02102
=53 200500240

02:10:03.968 021013312 0810:15.546

02:10:15.8580

08:10:43.281 02:10:51.5593 08:10:59.734

Search | == | =5 | Close |

Figure 6-34 The Search Object Index window

2. Click the Search button. The Search window appears.

3.  Select the desired cameras, and then click Search. The found files will display in the left side of
the Search Object Index window.

4. Expand the files to access the thumbnail view.

Double click one displayed image. The related video will play on the RPB.
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Advanced Search
The advanced search function in the WebCam RPB lets you easily locate an event by search criteria.

The search results can be displayed in a text form and/or a statistic chart. Click the Get Data List

button, and select Advance Search to open the following advanced search window.

=i
Data Query Display  Set Font
== | UIU mE I
0 | startTime | End Time | camERA [

Joant find recard

Figure 6-35 Advanced Search

[Data Query] To locate an event, click Data Query on the menu bar. The selections included inside
are: (1) Monitor, (2) System, (3) Login, (4) Counter and (5) POS. The five categories are based on
those of System Log in the main system (refer to page 51), so that you can locate any event type

recorded in System Log.

B Monitor/System/Login/Counter: The four selections let you locate an event about monitoring,
system, login/logout and counter status. The dialog boxes of the four selections are similar, so

we take Monitor as an example below.

Click Data Query on the menu bar, and select Monitor to display the following window. Define

your search condition in each field, and click OK to start searching.
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system x|
Event Type v Module |
’]Mcﬂion j ICamera 1 j—‘ IModuIe 1 j
Date [zn04meima -]
Time fooonoo =~ hmoros =

Ok I Cancel |

Figure 6-36 Locating a system event

B POS: The selection lets you locate a desired POS transaction event. Click Data Query on the

menu bar and select POS to display the following window.

POS X

Date |2004/0713 -
Time ooomon =~ 134319 <=
Event Type Device

Al d POS 4 -]
v Condition 1

|Cnntent j | J |coke

v Condition 2

v g

v Condition 3

value | = = ES

value ~| & sum  mverage

(0] | Cancel

Figure 6-37 Locating a POS event

Restrict your search to a certain date, time, event type, POS system, transaction item (content), and
price amount (value). Then click OK to start searching. For this example, we like to search all the
transaction types related to Coke, registered in the device POS 4, from 00:00:00 to 13:43:19 on

2004/07/13. Its price amount may be greater than or equal to (>=) 1 and less than or equal to (<=)

99.
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If we select the Statistic option and click OK here, we will get the sum or the average price of all the

discovered transaction events, not a list of these events.

[Display] This option on the menu bar lets you choose which way to display search results: a text

form or a statistic chart.

Remote Control Using Remote Desktop

The WebCam Remote Control function is based on Microsoft's Remote Desktop platform. To start

this feature, your GV-system must be run on Windows XP Professional with Microsoft Remote Desktop

properly set up. The client PC can be Windows XP, Windows 2000, or Windows Server 2003.

To use the Remote Control:

1. Follow the steps in Starting WebCam at the Client PC on page 132 until the WebCam

Compression Selection window appears. See Figure 6-9.

2. Select Remote Control, and then click the Submit button.

2 Remote Desktop Web Connection - Microsoft Internet Explorer EJ@@
File Edit View Favorites Tooks Help ;,'
G Back ~ \ﬂ |EL| _I\J /.- | Search i‘jl’ Favatites ﬂ" Media {E‘fﬁ T ,'_ i}

Acdress [ ] hitp:/192. 168.0.192/RemoteControl. fem vi: Bl ks *

This screen appears.

Micrusgft‘
Windows

" Remote Desktop Web Connection

~

Type the name of the remote computer you want
to use, select the screen size for your connection,

Server: [192.168.0.192]
and then click Connect. T3 |

Size: Fullecreen v
[ Zend logon information for this
connection

TWhen the connection page opens, you can add i
to your Favorites for easy connection to the same
computer

éﬂ Daong

0 Internet

Figure 6-38 Remote desktop control

3. Input the IP address or domain name of the GV-system you wish to control, and then click the

Connect button.

A valid user name and password are required.

If logging in successfully, you will see the desktop of the GV-system you want to control.
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Note:
1. The Enable Directdraw Overlay option in the main system must be disabled.

2. The DSP card cannot support this function.

Remote Viewing with PDA

G-View is a remote view application for Pocket PC device. It can run on PDA using Windows CE or

Microsoft Packet PC operating system.

G-View Installation
G-View is included in the installation CD. This application should be installed in a PDA device with

Microsoft Packet PC operating system.

1. Plug your PDA via USB or COM port to a PC installed with Microsoft ActiveSync.

2. Run Microsoft ActiveSync in the connected PC. Make sure both the PDA and PC are
synchronized.
Insert the installation CD to the PC. It will run automatically and pop up a window.

4. Select the item of Install Version 7.0 system, and then click PDA Viewer for WinCE. See Figure
1-15.

5. Follow the on-screen instructions to complete the installation.

Connecting G-View to GV-Server
Once G-View is installed into your PDA, you can use it to monitor your GV-server (GV-system). Make

sure your PDA has wireless LAN adapter properly in place with access to the Internet.

1. Execute G-View in your PDA.

2. Click the Connect button located at the lower left corner. This displays the Login screen.

3. Input the IP address of the GV-server you wish to connect, enter a valid username and password,
and then click the OK button.

If logging in successfully, you will see video streaming to your PDA. Clicking the Stop button can exit

the G-View application.
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{110z @ i, & g 332 D
IP Address
[211.74.142.9 -]
User Marme |1 |
Password |*| |
| ok, || Cancel|
DD A =
Figure 6-39 Starting GView Figure 6-40 Entering GV-server Info

Other Functions
The major functions of G-View include live video monitoring, PTZ control, zooming control, and

snapshot.

E | Enabile | Time |52 |

® = tewn AR PR
Control | pTZ
=15 7]
Figure 6-41 View Screen Figure 6-42 PTZ Screen
Buttons Description
@ Click to take a snapshot from the video image.

Use this drop-down list to switch cameras.

Use the two buttons for focus-in and focus-out control

Use the two buttons for zoom-in and zoom-out control.

Use these buttons to control left, up, down, and right of the PTZ

camera.

&2l Click to switch to a full-screen view.




Chapter 6: Viewing Live Video Using WebCam

Viewing GV-Server Information

Click on the Server Information button to bring up the Server Info screen, which contains the following

four categories of information.

oz 1102

oz 110z

You may use the control tabs to toggle between them.

FB Gvigw oz 11:03 &

Y
=l 2003111718
E-gF 11:10:27 =
B-fr 11:10:28 L
E-fr 11:10:30 |
B 11:10:36 -

5 [T e
= 2003f11/18 N
B 11:10:27 =
B-fr 11:10:28 L
E-fr 11:10:30 ||
B 11:10:36 -

D

= 2003(11/18
B 11:10:27
Bl-gr 11:10:28 L

-

£ 11:10:36

Server Info [web Info | 1/0 Even| 4] ]

[ Server 1nfo | Web Info {170 Evenl 4] »

[weh Info | /O Events [ Conmact 14

Server Update time=200311,18 11:11
Recycle Log=2003/11/17 04:13

D

WiehiCam Update time=200311/18 11:11
WiehiCam Server Startup Time=2003711/1

Event001=200311/18 11:10:27 Modula
Event002=200311/18 11:10:28 Modul—]

Camera On=01 02 03 04 05 06 07 02 q
Camera Off=MNone

Camera Signal Lost=Mone
10 Device=Mormmal -

Mpegd Current Channel(s)=17

RPE Current Channel(z)=0

Audio Current Channel(s)=0
webCam Wersion=YebCam 6.0.0.0

Event003=2003{11/18 11:10:28 Modu
Event004=2003{11/18 11:10:30 Madu
Event005=2003/11/18 11:10:36 Modul |
Event005=2003/11/18 11:10:38 Modul |

Module0l Input Alarmn=Mone i Event007=2003/11/18 11;10:39 Modu| ™
A [ [» 1] i | [» 1] i | [+
£\ A A
Figure 6-43 Server Info Figure 6-44 Web Info Figure 6-45 1/O Events

[Server Info] Displays general information of the connected server. Information in this section
includes: Server update time, last data recycle date and time, which cameras are online, which
cameras are off line, which camera lost video signals, the status of the connected I/O device, and

connected I/O module’s alarm status.

[Web Info] Displays information of the connected WebCam server. Information in this section

includes: WebCam update time, WebCam server start time, how many MPEG4, RPB, and audio

streaming channels are currently serving over the Internet, and the software version of the WebCam.

[IVO Event] Displays a list of alarm events occurred in the selected GV Server. The alarm status is

displayed in a 3 levels file tree in the upper section of the screen. Click Reset will clear the list.

[Connect Info] Displays a history of login and logout information.

Remote Viewing with Mobile Phone

With the mobile phone capable of GPRS, you can receive live video images from your GV-server
(GV-system). There are three types of mobile phones supporting this application: (1) I-Mode Phone,
(2) Windows-based Phone, and (3) Symbian-based Phone.
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I-Mode Phone

You can monitor your GV-server remotely with
¢ |-Mode phone, or

e Mobile phone supporting xhtml, chtml, or html and capable of GPRS

When using i-Mode services, you do not pay for the time you connected online, but will be charged by
the volume of data transmitted and/or received. Therefore, i-Mode will NOT receive live video
streaming; instead, it will receive one image at a time and will not receive another unless it is
requested to do so. To request another image, simply press the Enter key on your i-Mode phone.

The images are in GIF or JPEG format with resolution of 96x72 pixels.

Activating the i-Mode Function
In the main system, click the Network button, select WebCam Server, click the JPG tab, and check the
Create JPEG/GIF file(s) item as shown in Figure 6-6. Your GV-system must use a global IP address

and be accessible from the Internet.

Connecting to GV-Server
After activating the i-Mode function, you can now receive live images from the GV-server via an i-Mode
phone. The interface and operation of your i-Mode phone may be different from the following

example since the interface may vary from model to model.

1. Open the i-Mode menu, and select Input Web Address.

2. Enter the IP address of your GV-system in the Address column, and then press OK.

PSO3S PSSO S

EE @ Tl e =@ Tl
Input Web Address ;

Address:

2] Login Histo
9 v http://65.59.37.172

Return

Figure 6-46 Opening the menu Figure 6-47 Entering the IP address of GV-server

3. Input a valid user name and password, and then press Submit.

4. Select the desired camera channel, and then press Enter.
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Tl | z Tl
User Name: Live View

L ] : - . Camera 1

P ds: . Camera 2
asswords: . Camera 3

] : . Camera 4

. Camera 5
. Camera 6

. Camera 7

Exit Laad Exit

Figure 6-48 Entering the use name and password Figure 6-49 Selecting a camera for live view
If you log in successfully, the i-Mode phone will start receiving live images from the GV-server.

Windows Smartphone
With the MSView application, you can monitor your GV-server remotely via Windows-based

smartphone edition 2002 and 2003. You will experience live view when continuously receiving JPEG

format images with the 160x120 resolution.

Installing MSView

1. Insert the installation CD. It will run automatically and pop up a window.

2. Select the item of Install Version 7.0 system.

4. Select Smart Phone Viewer in the Install Program 2" menu. Refer to Figure 1-15.

5. Click Next, and then follow the on-screen instructions.

5. Copy MSView.exe in the Smart Phone Viewer folder created in your PC to your smartphone.

Activating the MSView Function
You must activate the MSView function in the main system to allow the smartphone application. The

activation is the same as that in Activating the I-Mode Function on page 158.

Connecting to GV-Server

The following operations may vary slightly for different modules.

1. Execute MSView.exe in your smartphone. Figure 6-50 appears.

2.  Select Control and then Connect. Figure 6-51 appears.
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3.  Enter the IP address and port number of your GV-server, a login ID and password. Select

Control and then Connect.

Once the connection is established, the live image will appear. You can use the scroll key on your

smartphone to navigate camera channels. See Figure 6-52.

Figure 6-50 MSView main screen Figure 6-51 Entering GV-server info Figure 6-52 Viewing live camera

Symbian Smartphone

With the SSView application, it's also possible to monitor your GV-server remotely via Symbian-based
smartphone edition 7.0. You will experience live view when continuously receiving JPEG format

images with the 160x120 resolution.

Installing SSView

1. Insert the installation CD. It will run automatically and pop up a window.

2 Select the item of Install Version 7.0 system.

3 Select Symbian Phone Viewer in the Install Program 2™ menu. Refer to Figure 1-15.

4.  Click Next, and then follow the on-screen instructions.

5 Locate SSView.jar in the Symbian Phone Viewer folder created in your PC, and install it to your

smartphone.

Activating the SSView Function
You must activate the SSView function in the main system to allow the smartphone application. The

activation is the same as that in Activating the I-Mode Function on page 158.

Connecting to GV-Server

The following operations and screens may vary slightly for different modules.
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Execute SSView in your smartphone.
When the message V1.0.0.0 appears, select Login. The Login screen appears.

Enter the IP address and port number of your GV-server, login username and password.

w0 bd =

Select Connect. When the message Host Connected appears, it means you have connected to

your GV-server successfully.

o

Select Image View. The Camera List screen appears.

Highlight one camera, and then select Open Camera for live view.

My Server
You can create, edit and remove a list of servers for a quick connection. Select the My Server option,

and then select SSView to have these features.

Other Functions
In addition to live view, SSView offers other useful functions, such as changing camera channels,
zooming in a camera view, seeing Server and WebCam information. Select the SSView option to

have these features.
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Fast Key Reference

The Multi View Window

Esc F1|F2|F3|F4|F5|F6|F7 |F8|F9|F10|F11({F12 Print | Scroll | Pause
~|1]2|3|4|5|6|7|8|9|0]|-|=|Back| |mset Home| TF | [num]| -
Tab|Q |W|E|R|[T|Y|U|[I]O|P|I[]|] Delete| End | P2 | | 7 | 8 .
Capsif A|S|D|F |G K|{L]|; " Enter 4 | 5
Shit | Z [ X|C |V |B|N|[M|<|>]?|Shift|\ T 112
Enter
Ctrl Alt Space Bar Alt Ctrl — ! - 0
Key Function
Ctrl+Z Minimize the MultiView window
Ctri+l Open the Host Information
window
Ctri+E Open the Edit Host window
Ctri+C Open the Configure window
Ctrl+H Open the Camera Status window
Ctrl+X Close the MultiView
Ctrl+Q Switch screen divisions
Ctrl+F Switch to full screen view
Ctrl+S Take a snapshot
Ctrl+M Turn the microphone on and off
Ctrl+L Turn the speaker on and off
F7 Start all recording
+

Zoom in the selected monitoring

window

Zoom out the selected

monitoring window
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PTZ Control in Multi View

Esc F1|F2|F3|F4|F5|F6|F7 |F8|F9|F10|F11|F12 Print | Scroll | Pause

~|1|2|3]|4a|5|6|7|8|9|0||=|Back| |nsert|Home| ;& | [Nm| , | = |-

Tb|Q|W[E|R|T|Y|U|[I|O|P|I]] Delete| End | P29 718l9],

Caps|l A[S|D|F|G|H|J |K|[L]|; " Enter 4 |5 |6

Shit | Z | X | C |V |[B|N |M|[< | >]|?|Shift |\ T 1123
Enter

Ctrl Alt Space Bar Alt Ctr «— l = 0

Key Function

Home Zoom in

End Zoom out

Insert Focus in

Delete Focus out

— Right

<~ Left

t Up

J Down

Page 163



Chapter 6: Viewing Live Video Using WebCam

Page 164



	Connecting Audio Devices
	JPG Settings

	Save
	Manual Creation of a Multiple Host
	Quick Creation of a Multiple Host
	DirectDraw Setup
	Searching Object Index
	I-Mode Phone
	Connecting to GV-Server
	Windows Smartphone

	Symbian Smartphone



	My Server
	Other Functions
	The Multi View Window
	Key
	Key




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


