
Experience superior 5MP video and the simplicity of 
reusing existing coaxial infrastructure with HDCVI. The 
Diamond series 5MP HDCVI camera features a compact 
design and offers a high quality image with rich details. 
Its structural flexibility and high cost-performance 
makes the camera an ideal choice for SMB solutions.

HCC3350T-IR-ZA

HCC3350T-IR-ZA 
5MP HDCVI IR Motorized Turret Camera

Diamond Series

www.enssecurity.com

Max output of 5MP @ 20fps
Built-in mic
HD and SD output switchable
2.7-12mm motorized lens
IR distance: 197ft (60m), Smart IR
IP67

KEY FEATURESMODEL(S) AVAILABLE
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Product Specifications

ENS Diamond Series | HCC3350T-IR-ZA

Camera

Image Sensor 1/2.7” CMOS

Image Resolution 2592(H) × 1944(V), 5MP

Scanning System Progressive

Electronic Shutter
PAL: 1/25s ~ 1/100,000s
NTSC: 1/30s ~ 1/100,000s

Minimum Illumination 0.02 Lux @ F1.8, 30IRE, 0 Lux IR on

S/N Ratio > 65dB

IR LEDs 2

Smart IR Auto / Manual

IR Distance Distance up to 197ft (60m) 

IR On/Off Control Auto / Manual 

Lens Type Motorized lens

Iris Type Fixed Iris

Mount Type Board-in

Focal Length 2.7-12mm

Angle of View Horizontal: 98°~ 34° 

Max. Aperture F1.8

Day / Night Auto (ICR) / Manual

Focus Control Motorized

Close Focus Distance 19.7in (500mm) 

Pan / Tilt / Rotation Pan:0°~360°; Tilt:0°~78°; Rotation:0°~360°

DORI
Definition

Distance

Wide Tele

Detect
8px/ft
(25px/m)

223ft (68m) 650ft (198m)

Observe
19px/ft 
(63px/m)

89ft (27m) 259ft (79m)

Recognize
38px/ft 
(125px/m)

46ft (14m) 121ft (37m)

Identify
76px/ft
(250ppm)

23ft (7m) 66ft (20m)

Compression Standards

Video Frame Rate 
20fps @ 5MP
25/30fps @ 4MP
25/30fps @ 1080P

Video Resolution 5MP (2592×1944) 

Video Output 
1-channel BNC HDCVI high definition video 
output / CVBS video output (Can switch)

Image and Feature Support

OSD Menu Multi-language

BLC Mode BLC / HLC / DWDR 

WDR DWDR

White Balance Auto /  Manual

Gain Control AGC

Digital Noise Reduction 2D

Built-in mic Yes

General

Certifications

CE (EN55032, EN55024, EN50130-4)
FCC (CFR 47 FCC Part 15 subpartB, ANSI C63.4-
2014)
UL (UL60950-1+CAN/CSA C22.2 No.60950-1)

Power Supply 12V DC ± 30%

Power Consumption < 8.2W (12V DC, IR on)

Operating Temperature 
-40 ~ 140°F (-40 ~ 60°C) / Less than 95% RH 
*Start up should be done at above -40°F (-40°C)

Storage Temperature -40 ~ 140°F (-40 ~ 60°C) / Less than 95% RH

Ingress Protection IP67

Casing Aluminium

Dimensions Φ4.8in x 4.1in (Φ122mm × 104mm)

Net Weight 1.26lb (0.57kg)

Gross Weight 1.59lb (0.72kg)
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Product Accessories

PFA152-E PFB203W PFA137 PFB220C

PFA106

Product Dimensions ( mm [inch] )

ENS Diamond Series | HCC3350T-IR-ZA

Plainview, NY
50 Commercial St., Plainview, NY 11803
Tel: 516-870-3779

Downtown LA, CA
1113 Venice Blvd., Los Angeles, CA 90015
Tel: 213-218-2260

Miami, FL
1604 NW 84 Ave., Doral, FL 33126
Tel: 786-410-6777

College Point, NY
129-04 14th Ave., College Point, NY 11356
Tel: 718-939-2710

San Francisco, CA
41324 Christy St., San Francisco, CA 94538
Tel: 510-584-9007

Chicago, IL
873 Cambridge Dr., Elk Grove Village, IL 60007
Tel: 847-584-2227

Brooklyn, NY
9017 5th Ave., Brooklyn, NY 11209
Tel: 347-507-5533

Houston, TX
1720 Townhurst Dr., Houston, TX 77043
Tel: 430-702-0999

Las Vegas, NV
6671 S Las Vegas Blvd. #210, Las Vegas, NV 89119
Tel: 702-706-5559

City of Industry, CA
525 Parriott Pl., City of Industry, CA 91745
Tel: 626-961-8999

Dallas, TX
12901 Valley Branch Ln., Farmers Branch, TX 75234
Tel: 972-996-1600
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